
FEATURES

Blending│Controls│Analytics

DUSTFILTER
• 

• 

• 

• 

• 

• 

• 

• 

Heavy duty steel, aluminum or 
stainless steel construction

Vacuum, pressure or bin vent 
units

Bag or cartridge filter units

Top or bottom bag removal

Compressed air self cleaning

Self dumping bottom flap Easy 

access collection drum

Dust shroud with locking drum 
cover

• 

• 

• 

• 

• 

• 

Line sizes 1 1/2" to 5" 
diameter

Automatic 110VAC or 24VDC 
controls

NEMA 12, NEMA 4X or NEMA 9 
available

Optional pressure differential 
gauge

Custom made units

All units designed to work with 
competitors loading systems

OPTIONS

European Office

TSM 
Ard Easmuinn, Dundalk, 
Co. Louth, Ireland

Tel: +353-42-9335560 
Fax: +353-42-9334422

General Info: 
Info@tsm-controls.com 
Sales:
sales@tsm-controls.com 
Support:
service@tsm-controls.com 

North America Regional Offices

TSM Inc.
1505 Johnson Ferry Road 
Marietta, GA 30062, USA

Tel: (770)886-6630     
Fax: (770)886-2395

General Info: 
Info@us.tsm-controls.com 
Sales:
sales@us.tsm-controls.com 
Support:
service@us.tsm-controls.com

Asia-Pacific Regional Office

TSM Taiwan 
Siangshang Street 
Taichung City, Taiwan

Tel: +886-4-24728185
Fax: +886-4-24728180

General Info:
info@tsm-controls.com.tw 
Sales:
sales@tsm-controls.com.tw 
Support:
service@tsm-controls.com.tw

China Regional Office

TSM China
Room 2423, IPC Center, No. 983 
East HuangPu AVE, HuangPu District 
GuangZhou City 510000, China

Tel: +86-20-86266016
Fax: +86-20-86266015

General Info:
china@tsm-controls.com
Sales:
china@tsm-controls.com
Support:
china@tsm-controls.com

TSM Inc.
1404 Joliet Road 
Romeoville, IL 60446, USA




